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Der hohe Standard der heutigen Tonaufnahme - und
Wiedergabetechnik fordert auch von Lautsprecherent-
wicklern immer neue Anstrengungen, der klanglichen
Perfektion und der Liebe zur Musik gerecht zu werden.

So hat uns die Digitaltechnik vor allem mit einer erweiter-
ten BaBdynamik Uberrascht, die dariberhinaus auch
sterophon wiedergegeben wird. Headline No. 8 - eine
Autoritat in Hinblick auf tonale Balance, rdumliches Ab-
bildungsvermégen, Homogenitét und dynamische Spann-
breite. Ein Klassiker praziser Wiedergabe, erstklassiger
Verarbeitung und zeitlosen Designs.

BESONDERHEITEN

Hohe Qualitat beginnt mit der Auswahl der Komponenten -
nur die Besten finden Verwendung. Alle Chassis werden
gepaart. Dies gilt ebenso fur alle Bauteile der Frequenz-
weiche. Die Filter sind handverdrahtet und - mikrofoniege -
schuitzt - in einer eigenen mit Gummigranulat geflliten
Kammer untergebracht. Die 5 Punki-Spikes Entkopplung
gibt den Gehdusen stabilen Halt.

TECHNISCHE DATEN

Bandbreite 33-22 000 Hz

Wirkungsgrad 88 db/1m

Impedanz 4 -8 Ohm

Ubergangsfrequenzen 80/180/3000 Hz

3/4 Wege BaBreflex QB 5

Gewicht 56 kg

MaBe (mm) Hoéhe 1366
Breite 286
Tiefe 380

monitor db gewdahrt auf alle Lautsprecher 5 Jahre Garantie.

CONCEPT

The Headline No. 8 allows to feel the natural presence
of music. This loudspeaker is able not only to reproduce
the complete harmonic structure of each instrument
and voice, but also the specific radiating patterns that
characterize a trombone, a lute, a bass, or a whole
symphony orchestra. We like its generous tonal balance,
its relaxed, spacious stereo perspective, the very good
tfransparancy, the uncolored impulse response and the
dynamic freedom.

SPECIAL QUALITIES

Quality control starts with the choice of components.
Only the best are used.

The drivers are selected and matched in pairs.

In addition, every capacitor, inductor and resistor
used in the crossover network is individually
measured.

The network is hand-wired and accommodated in

a seperate chamber, filled with rubber-granulate.
The enclosure is neutralized by five spikes.

SPECIFICATIONS

Frequency response 33-22 000 Hz

Sensitivity (2,83V) 88 db/1m

Impedance 4 -8 Ohm

Crossover 80/180/3000 Hz

Vented box QB 5

Weight 56 kg

Size (mm) Height 1366
Width 295
Depth 380

Every monitor db product is covered by a five year warranty.

monitor [S5

Sonnenweg 2 - 97080 Wiirzburg
Tel.: 09 31/ 973 98 u. 9507 96



